 ()SEQUENCE

8000-SW

=

‘ Exclusive distributed by

t romé:

The compact EURO8000-SW model,
based on a high quality, reliable and
efficient industrial pump, delivers big
flow for little power. It is great for
smaller and simple ponds (8000 liters
per hour or less).

@ >

3 YEAR
LIMITED WARRANTY

2.4 METER
CORD SET

IP 54
FAN COOLED MOTOR

2.5 100
I 90
2 — T
’7 — 80
\
\\ - 70
H 15 ™ 60 M
) a
4 \ e
o 50 £
w
= g
r ! 40 o
= 2
I 30 2 5"3‘_’3‘&* 1.1/2"/DN50 s'vs‘:‘a_r
/70UTL(T
0.5 \ 20 L4 ] i ]
\ A 177.8mm E
r 10 ] 2/DN50 P
INLET
\ =18
0 Y 200.66mm 322.58mm
0 1000 2000 3000 4000 5000 6000 7000 8000 9000 10000
*Dimensions and illustrations are approximate and for reference only.
FLOW (LITERS PER HOUR) Motors are subject to change at any time.
FLOW @ TOTAL DYNAMIC
HEAD (METERS) 0:25 0.5 1 15 2.04
LPM 150 140 116 86 34
LPH 8970 8385 6960 5160 810
MAX FLOW MAX HEAD | MAX POWER | MAX CURRENT| VOLTAGE MOTORTYPE MOTOR
INLET OUTLET IMPELLER
(LPH) ™M) (W) (A) V) (kW) ENCLOSURE
2"/DN50 1.1/2"DN50 8970 2.04 87 0.65 230 0.09 IP 54 5

TDS_PUMP_SEQUENCE
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() SEQUENCE
RO10000-SW
MmO

" “ Exclusive distributed by

t romé:

The compact EURO10000-SW model,
based on a high quality, reliable and
efficient industrial pump, delivers
big flow for little power. It is great
for smaller and simple ponds (10000

liters per hour or less).
IP 54

3 YEAR
LIMITED WARRANTY FAN COOLED MOTOR

@

2.4 METER
CORD SET

3 120
2.5 100
" I
—
L—] \\
2 - 80
[ | \ ]
@ a
(-4
B s 60 E
2 s
z AN -
g 1 < 40 g
\ L 53.34=— 1.|/Z"/DN§0)*55.KBT*
m /70U1LET mm
0.5 N 20 -
=)
0 N o 2 gVl é
0 1000 2000 3000 4000 5000 6000 7000 8000 9000 10000 11000 12000 200.66mm ) 322.58mm

FLOW (LITERS PER HOUR)

*Dimensions and illustrations are approximate and for reference only.
Motors are subject to change at any time.

FLOW @ TOTAL DYNAMIC
HEAD (METERS) 0.5 1 15 2 2.32
LPM 182 146 116 76 5
LPH 10280 8760 6940 4580 300
MAX FLOW | MAXHEAD | MAX POWER | MAX CURRENT| VOLTAGE | MOTORTYPE MOTOR
INLET OUTLET IMPELLER
(LPH) M) w) (A) ) (kW) ENCLOSURE
2"/DN50 1.1/2"/DN50 10280 232 98 0.69 230 0.09 IP 54 8

TDS_PUMP_SEQUENCE
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" ()SEQUENCE

RQJ%@B- SW
KE | O

Exclusive distributed by

t romé:

The compact EURO12000-SW model,
based on a high quality, reliable and
efficient industrial pump, delivers
big flow for little power. It is great
for smaller and simple ponds (12000

liters per hour or less).
@ "
IP 54

3 YEAR
LIMITED WARRANTY FAN COOLED MOTOR

2.4 METER
CORD SET

3 120
I N |
L —] \
2.5 - T —— \ 100
2 ™\ 80
] \ |
& a
£ 15 \ 60 E
= <
2 \ S
~ <
w
z , \ 40 2
[ \ o]
o
0.5 \ 20
\\ o
(] 0 =13
0 2000 4000 6000 8000 10000 12000 14000 16000 200.66mm 322.58mm
FLOW (LITERS PER HOUR) *Dimensions and illustrations are approximate and for reference only.
Motors are subject to change at any time.
FLOW @ TOTAL DYNAMIC
HEAD (METERS) 0 1 15 2 2.55
LPM 208 179 149 115 20
LPH 12470 10750 8930 6880 1200
MAX FLOW MAX HEAD MAX POWER | MAX CURRENT VOLTAGE MOTORTYPE MOTOR
INLET OUTLET IMPELLER
(LPH) (M) W) (A) ) (kW) ENCLOSURE
2"/DN50 1.1/2"/DN50 12470 2.55 112 0.75 230 0.12 IP 54 9

TDS_PUMP_SEQUENCE
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" ()SEQUENCE
RO15000-SW

e ] —
1 L i;J “

Exclusive distributed by

t romé:

The EURO15000-SW model, based
on a high quality, reliable and
efficient industrial pump, has set
the standard by which all others are
measured. It is a perfect blend of
medium pressure and ample flow
for the majority of ponds.

@ >

3 YEAR 2.4 METER IP 54

®

LIMITED WARRANTY CORD SET FAN COOLED MOTOR

5 200
45 \\ 180
4 < 160
35 \ 140
3 \ 120
] ~N u
@ 25 \ 100
AN :
s 2 80 =
: AN .
o 15 60 = Soner | sagsnm
= _
\ o A va
1 \ 40 a=th 1 ®
7 AN, 107.19mm
\ _ fi ) 1 1.1/2"/DN50
0.5 20 o] i e INLET —
\ _\' ‘ / 7 8omm
(] (] 1 —7_ X
0 2000 4000 6000 8000 10000 12000 14000 16000 *Dimensions and illustrations are approximate and for reference only.
Motors are subject to change at any time.
FLOW (LITERS PER HOUR)
FLOW @ TOTAL DYNAMIC
HEAD (METERS) 0.75 2 3 4 4.46
LPM 240 199 158 92 34
LPH 14400 11925 9500 5540 2044
MAX FLOW MAX HEAD | MAX POWER | MAX CURRENT| VOLTAGE MOTORTYPE MOTOR
INLET OUTLET IMPELLER
(LPH) (M) W) (A) (\)] (kW) ENCLOSURE
1.1/2"/DN50 1.1/2"/DN50 14400 4.46 189 1.18 230 0.25 IP 54 6
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1 @stausnce
RO18000-SW

Exclusive distributed by

t romé:

The EURO18000-SW model, based
on a high quality, reliable and
efficient industrial pump, has set

the standard by which all others are
measured. It is a perfect blend of
medium pressure and ample flow
for the majority of ponds.

@ >

3 YEAR
LIMITED WARRANTY

®

2.4 METER
CORD SET

IP 54
FAN COOLED MOTOR

5 250
s ——
' / I
4 ™~ 200
35
™ 3 \\ 150 W
) 2.5 / \ )
£ N g
s 2 N 100 2
-4
E \ g | 1-‘5'{1’;50 | 374.65mm
5
8 15 \ 5 ya
o
1 N 50 W i | A2
\ ) l 1.1/2"/DN50
0.5 INLET ——
8omm
0 0 | —7_ X
0 2000 4000 6000 8000 10000 12000 14000 16000 18000 20000 *Dimensions and illustrations are approximate and for reference only.
Motors are subject to change at any time.
FLOW (LITERS PER HOUR)
FLOW @ TOTAL DYNAMIC
HEAD (METERS) 1 2 3 4 Ll
LPM 273 240 197 130 33
LPH 16370 14350 11830 7795 2000
MAX FLOW MAX HEAD | MAX POWER | MAX CURRENT VOLTAGE MOTORTYPE MOTOR
INLET OUTLET IMPELLER
(LPH) (M) W) (A) (\)] (kW) ENCLOSURE
1.1/2"/DN50 1.1/2"/DN50 16370 4.64 225 137 230 0.25 IP 54 7

TDS_PUMP_SEQUENCE
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 ()SEQUENCE
RO17000-SW

[y e
|
“‘ “ [l Exclusive distributed by

= l romé:

The expansive design of the
EURO17000-SW, based on a
high quality reliable and efficient
industrial  pump, meets today's
increased market demand with a
peak performance of 17000 liters per
hour while only requiring 200 watts.

3 YEAR 2.4 METER IP 54
LIMITED WARRANTY CORD SET FAN COOLED MOTOR

4.5 250
4 ‘\
35 \\ I — L 200
3 N
/ \ | 150 ®
B 55 &
<
B2 AN 2
w <
g L 100 3
= w
T 15 ; o 2°/DNSO | 374.65mm
o o) OUTLET
- o
1 \ I~ 50 107.1me
\ 1 2"/DN50 m:m
c \ INLET —
0.5 \ \ 7/ 88.9mm
0 0
0 2000 4000 6000 8000 10000 12000 14000 16000 18000 20000 *Dimensions and illustrations are approximate and for reference only.

Motors are subject to change at any time.

FLOW (LITERS PER HOUR)

FLOW @ TOTAL DYNAMIC
HEAD (METERS) 0.5 1 2 3 4.08
LPM 273 254 212 158 33
LPH 16380 15260 12695 9460 2000

MAX FLOW MAX HEAD | MAX POWER | MAX CURRENT VOLTAGE MOTORTYPE MOTOR
INLET OUTLET IMPELLER

(LPH) (M) W) (A) (\)] (kW) ENCLOSURE

2"/DN50 2"/DN50 16380 4.08 196 122 230 0.25 IP 54 6
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 ()SEQUENCE
RO25000-SW

[y e
|
“‘ “ [l Exclusive distributed by

= l romé:

The expansive design of the
EURO25000-SW, based on a
high quality reliable and efficient
industrial  pump, meets today's
increased market demand with a
peak performance of 25000 liters per
hour while only requiring 285 watts.

3 YEAR 2.4 METER IP 54
LIMITED WARRANTY CORD SET FAN COOLED MOTOR

5 300
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\ | 250
4

- 200
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\ 5 T
1

\ - 50
0.5

0 5000 10000 15000 20000 25000 *Dimensions and illustrations are approximate and for reference only.

Motors are subject to change at any time.

107.19mm
l 2"/DN50
INLET —|

FLOW (LITERS PER HOUR)

F"OWH‘E’A?(T“‘::T':;;AM'C 0.5 15 2.5 35 4.45
LPM 385 339 284 207 44
LPH 23125 20330 17020 12440 2650
INLET OUTLET MAX FLOW MAX HEAD | MAX POWER | MAX CURRENT| VOLTAGE | MOTORTYPE MOTOR IMPELLER
(LPH) (M) (W) A ) (kW) ENCLOSURE
2"/DN50 2"/DN50 23125 445 284 221 230 033 IP 54 8
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o securnce
mﬁl NER

rome"

Our light duty WW model strainers are
sold with either a DN40 or DN50 union
adapter. All units come complete with an
internal strainer assembly and gasket
seals.

TYPENUMBER INLET/OUTLET

WW40-SW DN40

WW50-SW DN50

Our medium duty PF model strainers
have a clear or gray PVC body and a
basket made of stainless steel or
acrylonitrile butadiene styrene (ABS). The
standard port dimension is a 2" male
thread that comes with adapters that
have a slip port. With the PF model
strainer you can expect higher quality
molding processing, finer materials and
excellent performance.

TYPENUMBER INLET/OUTLET

PF50-SW DN50

www.trome.be | info@trome.be | Veilinglaan 60 | 1861 Wolvertem

TDS_PUMP_SEQUENCE Version V2.2 - 02/22



user
Stempel




